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Media Number : 000026-24 U
Issue Date: 05/04/2024

Model And Serial Number(s):
AF30LP(DF) — AF40LP(DF).
CF30LP(DF)(EXP) — CF80LP(DF)(EXP).

CF30LPS — CF80LPS and CFS40LPS.

CFS40LP(DF)(EXP), CFS60LP(DF)(EXP),
CFS65LP(DF)(EXP).

CFU40LP(DF)(EXP), CFU50LP(DF)(EXP),
CFU55LP(DF)(EXP).

Serial numbers containing 1F1 and 1F2

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Product Service Requirements Logisnext

Do not operate a lift truck unless you are qualified and authorized and have read
and understand the Operation and Maintenance Manual (OMM) or Operating
Instructions (BL).

Do not perform service or repair on lift trucks unless you are qualified and
authorized and have read and understand the Service Manual or Service Handbook
(SH) and any applicable safety guidelines prior to working on equipment.

Improper operation, service, or repair could result in injury or death.
Make all repairs with the lift truck parked on a level, hard surface. Block the lift truck
to prevent rolling while working on, or under, the lift truck. Use a tire cage if tires are

to be replaced or worked on.

Ensure enforcement of company policy for proper LOCKOUT/TAGOUT procedure.
(Please refer to HPK article 000019-15 for general guidelines)

Disconnect battery prior to working on any electrical components or welding.

Obey all safety guidelines when welding on or near flammable fluids. Always have
an approved fire extinguisher on hand.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.




Lift Link Telematics Install Logisnext

Topic:
Lift Link Telematics Install

Cause/Discussion:

Lift Link telematic option will be available on DealerNet in 2024.
See the Lift Link product page on the Logisnext Dealer Portal for
an up-to-date product availability guide and other information.

Solution:
Service Engineering has created an installation guide for the
Lift Link telematics option.

Tools Required:

« Basic tool set
 Torx bit set

* Wire side cutter pliers

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

« Install the VAC4 to the RAM mount assembly.

ALL HARDWARE INCLUDED
W/ RAM MTG KIT L /

RAM MOUNT ASSEMBLY

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

Install VAC4 with RAM mounting kit to the RH pillar.
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ENSURE VAC4 DOES NOT INTERFERE
W ITH OPERATION OF PARKING BRAKE LEVER

ROUTE TELEMATICS HARNESS
AND [MPACT SENSOR HARNESS
THROUGH INSTRUMENT FRAME HOLE

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

« Ensure VAC4 display does not interfere with operation of
parking brake lever.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext
* Run telematic overhead guard harness through instrument frame hole.

N
\ =
\ Z
NE
7

Note: Wires going through holes/bulkheads with sharp edges should be protected with something like wire loom
The photos shown are for routing illustration purposes only.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

« Connect the telematic harness 10-pin connector to VAC port C101 and the
Impact sensor cable 8-pin connector to VAC port C103.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

« Align and place cable cover into position and secure with nuts.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

» Clean frame surface with included alcohol prep pad.
« Scuff mounting surface using included abrasive pad.
 Remove adhesive liner from impact sensor.

« Mount impact sensor to frame.

* Route impact sensor cable along chassis harness to VAC 4.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

« AF30, AF35, CF30, CF35 and CFS40 models: Install the impact sensor
using supplied tape at the location shown in red circle.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

* Impact sensor location for AF30, AF35, CF30, CF35 and CFS40 models.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

« AF40 and CF40 — CF80 models: Install the impact sensor using supplied
tape at the location shown in red circle.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

e AF40 and CF40 — CF80 models.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install

Logisnext

Telematic body harness routing for AF30, AF35, CF30, CF35, and CFS40
models. Telematic body harness should be routed along frame harness
and fastened to harness with zip ties. Be sure to flush cut the extra tie.

SPEED SENSOR BRANCH—
ROUTE TOW ARDS LEFT HAND
SIDE OF TRUCK

CONNECT TELEMATICS HARNESS—
BETWEEN SPEED SENSOR AND
CHASSIS HARNESS

CONNECT RING TERMINAL——
TO GROUND BOSS ON FRAME

SENSOR HUB CONNEC TOR—
UNUSED ON BASIC TELEMATICS
SECURE BACK TO HARNESS
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——NOT TYPICAL ROUTING

CONNECT TELEMATICS HARNESS
BETWEEN ENGINE OIL PRESSURE
SWITCH AND CHASSIS HARNESS

FOR A1/C1, ROUTE ALONG
CHASSIS HARNESS

——CONNECT TELEMATICS HARNESS
BETWEEN SEAT HARNESS AND
CHASSIS HARNESS

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install

Logisnext

Telematic body harness routing for AF40 and CF40 — CF80 models.
Telematic body harness should be routed along frame harness and
fastened to harness with zip ties. Be sure to flush cut the extra tie.

SPEED SENSOR BRANCH
ROUTE TOW ARDS LEFT HAND

SIDE OF TRUCK

CONNECT TELEMATICS HARNESS—
BETWEEN SPEED SENSOR AND
CHASSIS HARNESS

CONNECT RING TERMINAL
TO GROUND BOSS ON FRAME

SENSOR HUB CONNECTOR—
UNUSED ON BASIC TELEMATICS

SECURE BACK TO HARNESS

CONNECT TELEMATICS HARNESS
BETWEEN ENGINE OIL PRESSURE
SWITCH AND CHASSIS HARNESS

—CONNECT TELEMATICS HARNESS
BETWEEN SEAT HARNESS AND
CHASSIS HARNESS

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.
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This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.
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This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.
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This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

« Connect T-harnesses to key switch and frame harness.

STEERING COLUMN

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

e Connect T-harness to FNR lever and chassis harness.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

« Connect T-harness to oil pressure switch and frame harness.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

« Connect T-harness to speed sensor and chassis harness.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

« Connect T-harness to seat switch harness and frame harness.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

« Connect ground ring terminal to ground boss on frame.
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This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

 Remove override jumper to perform configuration.

EXTERNAL ALARM CONNECTOR

UNUSED ON BASIC TELEMATICS

SECURE BACK TO HARNESS

OVERRIDE JUMPER MUST BE
PLUGGED IN TO OPERATE TRUCK
W ITHOUT LOGGING IN TO VACL

ACCESS CONTROL RELAY

NEUTRAL SIGNAL RELAY

DETAIL B
OVERRIDE JUMPER AND RELAYS

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

Hardware has been installed. Replace all hardware and panels.

Continue with Install Validation Steps to configure the VAC display and
complete the installation of the Lift Link telematics.

Lift Link Hardware User Guide is also available at the Logisnext Dealer Portal.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.


https://www.logisnextdealers.com/-/media/logisnext/sites/portal/files/parts%20and%20service/solutions/lift%20link/lift%20link%20hardware%20users%20guide.pdf?la=en&hash=998F79B3F13F187F8EE65AAA3C5513BF45B3ABFC

Lift Link Telematics Install Logisnext

« Install validation steps.

1. Press 2 on the keypad to select “Config” and then press the green
ENTER button.

It is recommended to have the vehicle’s drive wheel(s) elevated prior
to starting verification unless there is sufficient space to drive slowly

in forward and reverse for up to 15 seconds at a time.

" ¥ A 1
LIFT LINK 5 SS9 2. Usethe keypad to enter 7262468 and then press the green ENTER

button.

8w 9meyz

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

(Note: truck able to run once this step is complete).

4. Press 6 on the keypad to select “Hardware” and then press the green

ENTER button.

5. Press 1 on the keypad to select “States” and then press the green

ENTER button.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

357 T 6. Press 2 on the keypad and select “Vims” & then press the green

ENTER button.

7. Repeat step 6

Steps 8 - 13 the R & AV numerical numbers must change when the
desired function is activated.

8. Select “Motion” then press the Green enter button.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install

— 9. Press the throttle in the fwd. or rev travel direction. Verify that the R &

AV numerical values change. Perform this step for both fwd. & rev throttle.

Confirm R & AV values change press Red ESC button.

10. Toggle down to “LIFT” and press the GREEN enter button.

11. Press the up button and verify that the R & AV numerical numbers
change. Confirm the R & AV numbers change & then press the Red ESC

button.

This document contains information to assist with scheduled or as-needed product service.

Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.

Logisnext



Lift Link Telematics Install Logisnext

.
s LINK 12. Toggle down to “SEAT” and press the GREEN enter button.

13. Depress the seat or step on the operator presence switch & verify the
R & AV numerical numbers change. Confirm the R&AV number change &

press the Red ESC button several times to return to the main start screen.

You should see a key or wrench symbol.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Lift Link Telematics Install Logisnext

14. Press the button with a key icon just below the green LED to log off.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.



Logisnext

Questions?

If you have any questions regarding this HPK,
contact your Service Manager or Technical
Communicator prior to submitting a CRM
Ticket to Lift Central®.

Open a CRM ticket

© 2024 Mitsubishi Logisnext Americas Inc. All rights reserved, reproduction not permitted without written approval. CAT,
CATERPILLAR, LET'S DO THE WORK, their respective logos, “Caterpillar Yellow”, the “Power Edge”, and Cat “Modern Hex” trade
dress as well as corporate and product identity used herein, are trademarks of Caterpillar Inc., and may not be used without
permission. All registered trademarks and all logos are the property of their respective owners, including Jungheinrich®. UniCarriers®
is a registered trademark of Mitsubishi Logisnext Co., Ltd. ROCLA trade name, its respective wordmarks, and logos as well as

corporate and product identity used herein, are trademarks of Mitsubishi Logisnext Europe Oy. Trademarks of any owner may not
be used without permission.

This document contains information to assist with scheduled or as-needed product service.
Always refer to all Safety and Cautionary Instructions and Warnings in the applicable Service Manual and Operation and Maintenance Manual.


https://liftnet2.apps.logisnextamericas.com/?areaname=support
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